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A gliding arc discharge was generated in a turbulent air flow at atmospheric pressure driven by a 35 kHz 
alternating current (AC) electric power. The spatiotemporally resolved characteristics of the gliding arc dis-
charge, including glow-type discharges, spark-type discharges, short-cutting events and transitions among 
the different types of discharges, were investigated using simultaneously optical and electrical diagnostics. 
The glow-type discharge shows sinusoidal-like voltage and current waveforms with a peak current of hun-
dreds of mA. The frequency of the emission intensity variation of the glow-type discharge is the same as that 
of the electronic power dissipated in the plasma column. The glow-type discharge can transfer into a spark 
discharge characterized by a sharp peak current of several A and a sudden increase of the brightness of the 
plasma column. Transitions can also be found to take place from spark-type discharges and glow-type dis-
charges. Short-cutting events were often observed as the intermediate states formed during the spark-glow 
transition. Three different types of short-cutting events have been observed to generate new current paths be-
tween two plasma channel segments, and between two electrodes, as well as between the channel segment 
and one of the electrodes, respectively. The short-cut upper part of the plasma column that was found to 
have no current passing through can be detected several hundreds of microseconds after the short-cutting 
event. The voltage recovery rate, the period of AC voltage-driving signal, the flow rates and the rated input 
powers were found to play an important role in affecting the transitions among the different types of dis-
charges.  
 
I. INTRODUCTION  
Non-thermal plasmas with high electron tempera-
ture and low gas temperature consume less energy on 
gas heating, and are efficient in producing reactive spe-
cies. A gliding arc discharge can be used to generate 
non-thermal plasmas at atmospheric pressure1, 2, and has 
been used for numerous applications, such as pollution 
control3-7, combustion enhancement8, 9, and surface 
treatment10-13. The optimization of gliding arc discharg-
es for different applications has attracted increasing 
interest in non-intrusive optical diagnostics and electri-
cal measurements.  
Many optical diagnostic tools have been used to in-
vestigate gliding arc discharges, including planar laser-
induced fluorescence14, 15, optical emission spectrosco-
py16-21, photography by regular digital cameras22-24, 
CCD cameras25, 26 and high-speed cameras27-32. High-
speed photography with exposure times of a few micro-
seconds are able to reveal the transient structure of a 
gliding arc discharge, and capture the motions and the 
instantaneous length of the plasma column and cycles of 
ignition-extension-extinction14, 15. Electrical measure-
ments of the gliding arc discharges often focus on re-
cording voltage and current, which are used to estimate 
the impedance and power dissipated in the plasma col-
umn33-39, and distinguish different types of discharge 
phenomena observed in the gliding arc discharge22, 23. 
Simultaneous high-speed photography and electrical 
measurements allow direct observations of the dynamics 
of the plasma column synchronized with the instantane-
ous electric parameters29, 30, 40, 41. The simultaneous 
observations are useful for gaining a better understand-
ing of detailed spatiotemporally resolved characteristics 
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of the gliding arc discharge, especially for that driven by 
a kHz alternating current (AC) and operated in a turbu-
lent flow.  
 
FIG. 1. Photos of a 35 kHz gliding arc discharge operated at different input powers and air flow rates between 
the electrodes: (a) 600 W and 17.5 SLM (standard liter per minute); (b) 600 W and 42 SLM; (c) 800 W and 
17.5 SLM; (d) Instantaneous image of a typical plasma column. The photos in (a), (b), (c) were recorded by a 
digital camera with an exposure time of 1/60 s while that in (d) was captured by a high-speed camera with an 
exposure time of 16.25 μs. Typical distances between two bright plasma columns are marked in (a) and (b) in 
units of millimeter. 
Our previous studies have shown that a kHz AC 
gliding arc discharge in a turbulent flow are both tempo-
rally and spatially complex14, 15, 28. Comprehensive di-
agnostics of a kHz AC gliding arc discharge in a turbu-
lent air have shown that a sustained diffusive discharge 
can be achieved in a large volume by matching air flow 
rate with the AC power27. However, more operation 
modes of the gliding arc discharge were found, as 
shown in figure 1, due to the complex interactions be-
tween the turbulent flow and highly dynamic AC dis-
charge. Systematic investigations are required to reveal 
the governing mechanisms. Figure 1 shows photos of 
the gliding arc discharge recorded at different input 
powers and flow rates. Alternately bright and dark 
fringes are observed in figure 1 (a) and (b). However, on 
the other hand, the alternately bright and dark fringes 
are hardly visible, and a more diffusive discharge is 
observed in figure 1(c), for which a higher electric pow-
er is used.  
The presented work attempts to clarify these distinc-
tive features of the gliding arc discharge and study the 
spatiotemporally resolved characteristics using simulta-
neously high-speed observations and electrical meas-
urements. The goal is to achieve an optimized operation 
of the gliding arc discharge and gain a better under-
standing of mechanisms governing of gas discharges in 
a turbulent flow at atmospheric pressure.  
II. EXPEIMENTAL SETUP 
Figure 2 shows a schematic of the gliding arc dis-
charge system as well as the optical and electrical meas-
urement setup. The gliding arc discharge is ignited at 
the narrowest gap (7 mm) between two diverging elec-
trodes (see figure 1). The hollow tubular electrodes are 
water-cooled stainless steel tubes with an outer diameter 
of 3 mm. An air-flow controlled by a mass flow control-
ler is used to blow the plasma column upwards through 
a nozzle of 3 mm diameter. A high-voltage transformer 
and a power supply (Generator 9030E, SOFTAL Elec-
tronic GmbH, Germany) with adjustable output electric 
powers are employed to generate a 35 kHz AC high 
voltage. A similar gliding arc discharge system was 
described in our previous works12, 14, 15, 27, 28.  
Evolution of the plasma column was recorded using 
a high-speed camera (Fastcam SA-X2, Photron) 
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equipped with an objective lens (Micro-Nikkor 105 mm, 
f/2.8). The high-speed camera was operated at a frame 
rate of 50 or 480 kHz. The 50 kHz operation enables 
capturing the motions of whole plasma columns with a 
resolution of 768×328 pixels, whereas the 480 kHz 
operation with a resolution of 128×48 pixels enables the 
resolution of the phase influence of the 35 kHz AC 
voltage-driving signal on the discharge characteristics.  
 
FIG. 2. Schematic of the experimental setup for simulta-
neously optical and electrical measurement of the AC 
gliding arc discharge.  
The voltage and current were measured by a high-
voltage probe (P6015A, Tektronix) and a current moni-
tor (model 6585, Pearson Electronics), respectively. 
Both the voltage and current were recorded by a four-
channel oscilloscope (PicoScope 4424). A pulse genera-
tor (BNC 575) was employed to synchronize the acqui-
sition of the plasma column images and the voltage and 
current waveforms. The gate signal of the high-speed 
camera and the instantaneous voltage and current wave-
forms were recorded by the oscilloscope simultaneously. 
III. SPATIAL AND TEMPORAL FEATURES OF 
DIFFERENT TYPES OF DISCHARGES  
Figure 3 shows voltage and current waveforms of a 
gliding arc discharge with 600 W rated AC input power 
and 17.5 SLM air flow rate during a 100 ms time span, 
which corresponds to the operating condition shown in 
figure 1(a). The voltage exhibits a sawtooth-like enve-
lope with the largest peak voltage at around 20 kV, 
whereas the current approximately peaks at hundreds of 
mA with frequently occurring spikes of around 10 A. 
Several zoomed-in parts of the waveforms in figure 3 
are described below together with discussion about 
spatial and temporal features of different types of dis-
charges. 
 
FIG. 3. Voltage and current waveforms of a gliding arc 
discharge operated at 600 W and 17.5 SLM. The rec-
tangles mark the parts shown in figure 13. 
A. Glow-type discharges (GD) 
A zoomed-in waveform of figure 3 at around 24.8 
ms is shown in figure 4(a), in which a typical glow-type 
discharge characterized by the peak current of hundreds 
of mA is observed. The gated exposure times of the 
high-speed camera are labeled in figure 4(a) with red 
dashed lines. At the glow-type discharge, the voltage 
and current show sinusoidal-like waveforms. Typical 
values for the peak voltage and current are about 5 kV 
and 0.2 A, respectively. Figure 4(b) shows the sequen-
tial images of plasma columns, which anchor above the 
electrodes of about 5 cm long. The length was evaluated 
using 2D images, which may underestimate the length 
of plasma columns by up to 25%28. The emission inten-
sity of different plasma columns in figure 4(b) is at a 
similar level since the relatively long exposure time 
(16.25 μs) is unable to resolve the phase of the AC driv-
ing signal of 28 μs.  
The glow-type discharge can be sustained for about 
2 milliseconds in this specific case. The voltage and the 
current varied with the length of the plasma columns 
extended by the external air flow. Figure 5(a) shows the 
voltage-current waveforms of the glow-type discharge 
at around 26 ms, which is 1.2 ms after that illustrated in 
figure 4(a). Compared to figure 4(a), the peak voltage in 
figure 5(a) increases to 9 kV and the peak current de-
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creases to 0.1 A. In addition, the length of the plasma 
column increased to approximately 10 cm. 
 
FIG. 4. Glow-type discharge at around 24.8 ms. (a) 
Voltage, current and camera gates; (b) Sequential im-
ages of plasma columns recorded over camera gate 
labeled in (a). The images are captured every 20 μs with 
an exposure time of 16.25 μs. The dashed lines in (b) 
illustrate the positions of the two electrodes. 
 
FIG. 5. Glow-type discharge at around 26 ms. (a) 
Voltage, current and camera gates; (b) Sequential im-
ages of plasma columns recorded over each camera 
gate as labeled in (a).  
Figure 6(a) shows extension of a typical glow-type 
discharge, whereas figure 6(b) summarizes evolution of 
the length, the peak voltage and the peak current of the 
glow-type discharge over 2 ms time span. As the glow-
type discharge glides upwards over the 2 ms time span, 
the voltage of the plasma column almost linearly in-
creases with the increasing length of plasma columns 
while the peak current decreases from 0.3 to 0.1 A.  
 
FIG. 6. (a) Extension of a typical glow-type discharge; 
(b) Evolution of the length, the peak voltage, the peak 
current of the glow-type discharge over 2 ms time span. 
The occurrence time of the plasma columns, namely A, 
B and C, are marked in (b). The corresponding scales 
for the length (cm), the peak voltage (kV), and the peak 
current (0.1A) are labeled in (b).  A high-speed movie 
that shows the evolution of the plasma column over this 
period is available in the supplementary material 
B. Spark-type discharges (SD) 
Spark-type discharges are recognized by current 
spikes of several to tens of amperes, displayed in figure 
3. Figure 7 illustrates that the spark-discharge can be 
observed with a time interval of 14 μs, corresponding to 
a half period of the AC voltage-driving signal. The 
sinusoidal-like waveform found in the glow-type dis-
charge is significantly deformed here. Some periodically 
occurring current spikes with a magnitude of about 4 A 
are recognized. The current spike lasts only for hun-
dreds of nanoseconds or shorter, and then the current is 
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reduced to about tens of mA, as shown in the insert of 
figure 7(a). As soon as the current spike occurs, the 
voltage abruptly decreases. After the rapid drop, the 
voltage gradually recovers again to about 5 kV, initiat-
ing another current spike. The camera gate illustrated in 
figure 7(a) captures at least one of the current spikes, in 
a 4-cm-long spark-type plasma column as displayed in 
figure 7(b).  
 
FIG. 7. Spark-type discharge with a time interval of 14 
μs. (a) Voltage, current and camera gates; (b) Sequen-
tial images of plasma columns recorded over each cam-
era gate as labeled in (a).The current with small magni-
tudes is plotted as an insert in (a) for the period marked 
by the dashed rectangles in (a). 
It is also found that the time span between two se-
quential spark-type discharges increases with the length 
of the plasma column. The time span can be several 
times as large as the half period of the AC driving pow-
er supply. Figure 8 shows an example of the current 
spikes with time intervals of 70 and 84 μs. Whenever 
there is a current spike, the corresponding voltage sig-
nificantly decreases, and then the peak voltage gradually 
increases until a new current spike occurs. Figure 9 
shows the spark-type discharge with a time interval of 
84 μs. Compared to the spark-type discharges with 
smaller time intervals in figure 7, the spark-type dis-
charges here show longer plasma columns and higher 
peak voltage. For the spark-type discharge, a current  
 
FIG. 8. Voltage and current waveforms of spark-type 
discharges. The typical time intervals (70 and 84 μs) 
between two sequential current spikes are labeled. The 
waveforms marked by rectangles are zoomed in figure 
9(a). 
 
FIG. 9. Spark-type discharge with a time interval of 84 
μs. (a) Voltage, current and camera gates; (b) Sequen-
tial images of plasma columns. The range of the voltage 
recovery rate after an abrupt voltage drop is shown in 
(a) as the slope of the labeled curves. 
spike is observed together with an abrupt drop of the 
peak voltage and subsequent voltage recovery. A new 
current spike as a breakdown through the plasma col-
umn will ignite as soon as the peak voltage raided up to 
a value related the length of the plasma column. The 
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voltage recovery rate is revealed from the labeled slope 
in figure 9(a), namely 220 - 350 V/μs. It should be noted 
that transitions between the glow-type discharges and 
spark-discharges can be observed in figure 9. Between 
the two spark-type discharges characterized by a sudden 
increase of the brightness of the plasma column, glow-
type discharges can be usually seen. The time interval of 
the spark-glow transitions is 84 μs here.  
C. Short-cutting events (Sc) 
Short-cutting events in the plasma column signifi-
cantly affect the evolution and elongation of the gliding 
arc discharge. The short-cutting events include short-
cutting phenomena between two channel segments, and 
between electrodes, as well as between the channel 
segment and one of the electrodes.  
C1. Short-cutting events between channel segments 
(Sc1) 
In short-cutting events between two channel seg-
ments, a new conductive pathway is formed, 
shortcutting the upper part of the plasma column14, 15, 27. 
Once the short-cutting event takes place, an abrupt cur-
rent peak of about 10 A occurs, resulting in a bright 
plasma column and an afterglow upper part as shown in 
figure 10. After hundreds of nanoseconds 27, the current 
is reduced to hundreds of mA and the transition from 
spark-type to glow-type discharge is formed. However, 
another current peak (1 A) is recognized after tens of 
microseconds, which corresponds to the plasma column 
shown in the fifth image of figure 10(b).  
C2. Short-cutting events between electrodes (Sc2) 
Figure 11 shows short-cutting events between elec-
trodes where a re-ignition of a new plasma column can 
be seen. A current peak of 20 A and a significant de-
crease of voltage magnitude can be found in the re-
ignition event. The breakdown voltage is about 20 kV, 
and the narrowest gap between the electrodes is about 7 
mm. It suggests that the electric field strength for the 
breakdown is about 3 MV/m. Note that the afterglow 
still exists for hundreds of microseconds after the new 
ignition. Previous investigations have shown that the 
decay rate of the afterglow is affected by the gas flow 
rate 15.  
C3. Short-cutting events between the channel seg-
ment and the electrode (Sc3) 
When the gliding arc discharge is ignited at the 
narrowest gap between the two electrodes, the plasma 
column is normally extended by the gas flow, and it 
continuously moves in an upward direction along the 
electrodes. However, sometimes the anchor point of the 
plasma column on the electrode jumps from one place to 
another due to a short-cutting event between the channel 
segment and the electrode. Note that both the upwards 
and backwards jumps of the anchor point are observed 
in the turbulent gliding arc discharge. Such an event is 
shown in figure 12. A peak current was observed in the 
second gate in figure 12(a), and the corresponding short-
cutting event between the channel segment and the 
electrode is marked in figure 12(b). The reason for the 
jump may due to a potential difference between the 
point A on the plasma column and the point B on the 
electrode. The potential difference is approximately 
1000 V, which makes it possible to generate the short-
cutting event between the point A on the plasma column 
and the point C on the electrode and form the jump of 
the spot from point B to point C. Similar findings were 
previously reported both in the experiment 26 and the 2D 
model42. 
 
FIG. 10. Short-cutting events between two channel seg-
ments. (a) Voltage, current and camera gates; (b) Se-
quential images of plasma columns recorded over each 
camera gate as labeled in (a). The current in between 
spikes is plotted as an insert in (a) as marked by the 
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dashed rectangles. The afterglow of short-cut upper 
part of the plasma column is marked in (b) by an arrow. 
 
FIG. 11. Short-cutting events between electrodes. (a) 
Voltage, current and camera gates; (b) Sequential im-
ages of plasma columns recorded over each camera 
gate as labeled in (a). The detail of the weak current 
plotted as inserts in (a) shown by the dashed rectangles. 
 
FIG. 12. Short-cutting events between the channel seg-
ment and the electrode. (a) Voltage, current and camera 
gates; (b) Sequential images of plasma columns record-
ed over each camera gate as labeled in (a) 
IV. TRANSITIONS AMONG DIFFERENT 
TYPES OF DISCHARGES 
A. Dynamic transition processes 
Dynamic transition processes of the gliding arc 
discharge can be observed in figure 13 that is the 
zoomed-in voltage and current waveform marked in 
figure 3.  
 
FIG. 13. Zoomed-in voltage and current waveforms 
marked in figure 3, showing the dynamic transition 
processes of different types of discharges. Typical ex-
amples of discharge phenomena are labeled (GD: glow-
type discharges; SD: spark-type discharges; Sc1: short-
cutting between two channel segments; Sc2: short-
cutting between two electrodes or re-ignition; Sc3: 
short-cutting between a channel segment and an elec-
trode). The movie of the plasma column recorded simul-
taneously with the voltage and current waveforms is 
also available in the supplementary material 
Examples of typical discharge phenomena men-
tioned above are labeled in the figure. The largest volt-
age peak (about 20 kV) are resulted from a short-cutting 
event between two electrodes (Sc2) or re-ignition. After 
the re-ignition of the gliding arc discharge, the spark-
type discharge (SD) with the shortest time interval (14 
μs) is observed between the two electrodes. Between 
two sequential spark-type discharges, glow-type dis-
charges can be usually seen. As the plasma column 
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glides along the electrodes, transitions from spark-type 
discharges or glow-type discharges to short-cutting 
events between the channel segment and the electrode 
(Sc3) are occasionally identified. After the spark-type 
plasma column is extended upwards with a longer 
length, the spark-type discharges with a time interval of 
70 μs or 84 μs always end up with short-cutting events 
(Sc1, Sc2 or Sc3) and then transfer to glow-type dis-
charges (GD), as labeled in figure 13. The detailed tran-
sition processes of the gliding arc discharge can be 
clearly seen in the supplementary video.  
The dynamic transition processes between glow-
type discharges and spark-discharges can be shown in 
figure 14. Figure 14(a) demonstrates phase-resolved 
emission intensities of plasma columns at the spark-
glow transitions and the sustained glow-type discharge. 
Each data point in figure 14(a) represents the emission 
intensity of a plasma column recorded by the high-speed 
camera at a 480 kHz frame rate. The transient intensity 
peak at the curve of the spark-glow transitions indicates 
the occurrence of a spark-type discharge. When the 
spark-discharge is generated, it immediately transfers 
itself to glow-type discharge. The spark-glow transitions 
are periodically observed with a time interval of 28 μs. 
It should be noted that spark-glow transitions could be 
also observed with other periods that are normally sev-
eral times more than one-half cycle of the AC voltage-
driving signal. The smallest period of the spark-glow 
transitions is 14 μs (cf. figure 7)whereas the largest 
period observed is up to 84 μs (cf. figure 9). The gliding 
arc discharge can also be operated as a sustained glow-
type discharge, as seen in figure 14(a). The emission 
intensity of the glow-type discharge is always fluctuat-
ing at a time interval of 14μs that is the same as one-half 
cycle of the AC voltage-driving signal. Figure 14(b) 
shows the power dissipated in the plasma columns cal-
culated from the voltage and current waveforms. Com-
pared the results in figure 14(b) with figure 14(a), it can 
be concluded that the variation frequency of the emis-
sion intensity is the same as that of the electronic power 
dissipated in the plasma column for both the spark-glow 
transitions and the sustained glow-type discharge. It 
means that the input power to the gliding arc discharge 
plays a key role in affecting the transitions between 
spark-type discharges and glow-type discharges. 
Short-cutting events are the intermediate discharges 
produced during the spark-glow transitions. As shown 
in figure 11, the short-cutting event between the two 
electrodes leads to a glow-to-spark transition. On the 
other hand, the short-cutting events between the channel  
 
FIG. 14. (a) Emission intensity of the spark-glow transi-
tions  and the sustained glow-type discharge recorded 
by a 480 kHz high-speed camera; (b) Electric power of 
the spark-glow transitions and the sustained glow-type 
discharge calculated from recorded current and voltage 
waveforms. 
segments can also generate a spark‐to‐glow tran‐
sition  which  is  observed  in  figure  10.  Figure  15 
shows  emission  intensities  of  a  plasma  column 
during  a  spark‐to‐glow  transition  induced  by  a 
short‐cutting  event.  The  emission  intensities  of 
the upper and  lower parts of the plasma columns 
after  the  short‐cutting  event  are  integrated,  as 
labeled  in  figure 15 by  two  rectangles. The emis‐
sion  intensity of  the  low part decreases  immedi‐
ately  after  the  short‐cutting  event  and  create  a 
spark‐to‐glow  transition.  After  the  spark‐to‐glow 
transition, the emission intensity is fluctuating and 
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a  sustained  glow‐type discharge  is  formed. How‐
ever,  it  is  obvious  that  the  emission  intensity  of 
the upper part gradually decreases after the short‐
cutting  events.  It  is  concluded  from  figure 14 that 
the intensity of the plasma column should fluctuate if 
the alternating current is passing through the plasma 
column. In other words, it suggests that there is no cur-
rent in the upper part after the shorting-cutting event 
occurs. The visible emission in the upper part may come 
from the de-excitation of long-lived species that can be 
detected several hundreds of microseconds after the 
short-cutting event. 
 
FIG. 15. Emission intensity of plasma columns during a 
spark-to-glow transition induced by a short-cutting 
event. The upper (circles) and lower (triangles) part of 
the short-cutting plasma column shows a decaying and 
fluctuating trend, respectively.  
B. Effect of flow rates 
Figure 16 shows the voltage and current wave-
forms at 600 W and 42 SLM. This has the same operat-
ing condition that is displayed in figure 1(b). Typical 
examples of discharge phenomena are denoted in the 
figure. Compared to the waveforms that are captured 
with a lower flow rate of 17.5 SLM, shown in figure 13, 
more current spikes are observed in figure 16, suggest-
ing that the more frequent transitions among different 
types of discharges at the higher flow rate.   
The flow rate has a significant impact on the dis-
charge mainly due to effects of turbulence15, 23. The 
Reynolds number and the Kolmogorov length (the size 
of the smallest turbulent eddies) of the turbulent flows 
used in the experiment are calculated and listed in Table. 
1. With increasing flow rates, the Kolmogorov length 
(the smallest length of turbulence eddies) becomes 
smaller15, 23. The eddies or vortices of turbulence are 
more likely to penetrate into the plasma column and 
transport the heat and mass to the surrounding air, 
which quickly cool and quench the plasma column, 
resulting in more re-ignitions and spark discharges. In 
addition, the occurrence of the spark-type discharge 
may also be due to the interaction between the residual 
species and turbulence. Residual long-lived metastable 
species produced in the previous plasma channel may 
promote the formation of the next spark-type discharge. 
Furthermore, the turbulent air flow twists and wrinkles 
the plasma column and transports long-lived metastable 
species between two channel segments, which can gen-
erate a large local potential and a new breakdown, pro-
moting the occurrence of the short-cutting events be-
tween the two channel segments.  
 
FIG. 16. Voltage and current waveforms of a gliding arc 
discharge at 600 W and 42 SLM, showing more frequent 
transitions among different types of discharges than at a 
lower flow rate shown in figure 13. Typical examples of 
discharge phenomena are labeled (SD: spark-type dis-
charges; Sc2: short-cutting between two electrodes). 
Table. 1 The Reynolds number and the Kolmogorov 
length of the turbulent flows 
V (SLM) ν(m/s) Re η (μm) 
17.5 41 8000 851 
42 99 19200 60 
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 V is the air flow rate. ν is the exit velocity of the jet 
nozzle. Re is the Reynolds number. η is the Kolmogorov 
length.  
C. Effect of input powers 
Figure 17 shows the voltage and current 
waveforms at 17.5 SLM and 800 W. This corresponds 
to the operating condition for the gliding arc discharge 
in figure 1(c). In figure 17, few transitions among dif-
ferent types of discharges that are represented by current 
spikes can be seen. The sustained glow-type discharge 
dominates during the time span observed. It seems that a 
relatively high power could suppress transitions among 
different types of discharges. Too low input power is 
not sufficient to sustain the plasma column which is 
cooled and transported by the turbulent air flow, and the 
plasma column is more likely to fade away and the 
impedance increases. This leads to an increase of the 
potential and results in more frequent transitions among 
different types of discharges. Thus, a moderate input 
power is able to generate a sustained diffusive glow-
type discharge stabilized at about 0.2 A at a flow rate of 
17.5 SLM by which a non-thermal state can be 
achieved27. 
  
FIG. 17. Voltage and current waveforms of a gliding arc 
discharge at at 800 W and 17.5 SLM, showing less fre-
quent transitions among different types of discharges 
than at a lower input power shown in figure 13. Typical 
examples of discharge phenomena are labeled (GD: 
glow-type discharge; Sc1: short-cutting between two 
channel segments). 
Figure 18 summarizes peak voltage per unit length 
(PVPL) for the glow-type discharges, the spark-type 
discharges, and transitions between them with different 
input powers at 17.5 SLM. The PVPL for initiating the 
spark-type discharge at 600 W is 120 kV/m whereas the 
PVPL for the glow-type discharge is 89 kV/m. For a 
shorter plasma column, e.g. a 4 cm plasma column 
shown in figure 7(b), the required voltage for initiating 
the spark discharge is less than 5 kV, which is achieved 
with a period of 14 μs since the voltage recovery rate is 
350 V/μs. However, when the plasma column becomes 
longer, e.g. a 15 cm plasma column shown in figure 
11(b), the peak voltage for initiating the spark discharge 
is about 18.7 kV, which requires around 84 μs for the 
peak voltage to recover to 18.7 kV since the voltage 
recovery rate is about 220 V/μs.  
At 600 W, the PVPL for the spark-type and glow-
type discharges is close, which suggests that transitions 
between these two types of discharges are easier, as 
shown in figure 13 and figure 18. When the input power 
is increased to 800 W, the PVPL becomes 70 kV/m, 
which is much smaller than the value for initiating the 
spark-type discharge. In this case, transitions between 
these two types of discharges rarely occur. If the input 
power further increases to 1200 W, the PVPL (40 kV/m) 
of the discharge is far from the regime of the spark-type 
discharge, and therefore a glow-type discharge can be 
sustained. Apart from the voltage recovery rate, the 
occurrence of the spark-type discharge may also be due 
to the interaction between the residual species and tur-
bulence. Residual long-lived metastable species pro-
duced in the previous plasma column may promote the 
formation of the next bright plasma column with a cur-
rent spike in the previous channel. However, on the 
other hand, the turbulent flow enhances the heat and 
mass transfer and prevents accumulations of the residual 
metastable species.  
The alternately bright and dark fringes of the plas-
ma columns in figure 1(a) and 1(b) are due to occur-
rence of the spark-type discharge. The spark-type dis-
charge is characterized by a transient bright plasma 
column, cf. figure 9 (b), and the time interval for the 
spark discharge with a long plasma column is up to 70 
or 84 μs. The speed of the plasma column at 17.5 SLM 
was reported to be 8 m/s 14. During the time span of 70 
or 84 μs, the plasma column can travel a distance of 
about 0.5 - 0.7 mm, which agrees well with the marked 
traveling distance in figure 1(a). For the plasma column 
at 42 SLM, the plasma column moves faster, and there-
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fore it shows a longer traveling distance as marked in 
figure 1(b). In figure 1(a), much less bright plasma 
columns are observed than figure 1(b), showing agree-
ment with the fact that less current spikes occur in fig-
ure 13 than those shown in figure 16. Besides, the fre-
quent re-ignitions at 42 SLM make it easier to capture 
the re-ignition event with a digital camera, cf. figure 
1(b). By operating the gliding arc discharge at a higher 
power, the discharge imaged in figure 1(c) shows no 
indications of bright plasma column, which is also sup-
ported by figure 17 where the current spike is rarely 
seen. 
 
FIG. 18. Spark-type discharges, glow-type dis-
charges and their transitions distinguished by Peak 
voltage per unit length (PVPL) for initiating the dis-
charges at 17.5 SLM. The slope k0 is the PVPL for initi-
ating the spark-type discharge at 600 W while the slope 
k1, k2 and k3 represents the PVPL for the glow-type 
discharge at 600 W, 800 W and 1200 W, respectively. 
V. SUMMARY 
In summary, spatiotemporally resolved character-
tistics of a 35 kHz AC gliding arc discharge generated 
in a turbulent air flow at atmopheric pressure were 
studied using simultaneously optical and electrical 
diagnostics. Instantaneous images of plasma columns 
were taken at a frame rate of up to 480 kHz, with the 
voltage and current waveforms simultaneously recorded. 
In particular, detailed imaging and analysis of short-
cutting phenomena and transitions among different 
types of discharges were presented. 
Three different types of short-cutting phenomena 
were recognized, and the short-cutting events can enable 
the short-cut upper part of the plasma column to fade 
away in hundreds of microsecond without current 
passing through it, which suggests the existence of re-
sidual long-lived metastable species. 
Transitions among glow-type discharges, spark-type 
discharges and short-cutting events were observed and 
discussed. The transitions not only can be found to take 
place from spark-type discharges and glow-type 
discharges, but also can be observed in the opposite way. 
Short-cutting events were often observed as the 
intermediate states formed during the spark-glow 
transitions.   
The transitions among different types of discharges 
are mainly affected by the voltage recovery rate, the 
period of AC driving signal, the flow rates and the rated 
input powers. The voltage recovery rate and the period 
of AC driving signal determines the time interval of two 
sequential spark-glow transitions. Turbulent effects, 
such as convective cooling, the twist and wrinkle of 
plasma columns, and transportation of long-lived 
metastable species, can significantly affect transitions 
among the different types of discharge phenomena. 
With a stonger turbulent flow, the glow-type discharges 
are more frequently transferred to spark-type discharges. 
When the input power of the discharge is not sufficient 
to sustain the plasma column, which are cooled and 
transported by the turbulent air flow, the plasma column 
is more likely to fade away and it leads to the formation 
of more frequent short-cutting events and spark-type 
discharges.  
Further spatiotemporally resolved optical 
diagnostics of the glow-type discharge, the spark-type 
discharge and short-cutting phenomena are required to 
obtain the spectral information and the temperature so 
as to enrich the undstanding of gas discharge physics 
and chemistry in a turbulent air flow at amospheric 
pressure. 
SUPPLEMENTARY MATERIAL 
See supplementary material for the instantaneous 
plasma columns and the transition processes of the glid-
ing arc discharge recorded by a high-speed camera at a 
50 kHz frame rate. 
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